W NITECH

77204-LPVM Low Profile Semi-Automatic Stretch

Wrapper With Quick-Load Film Dispenser

OVERVIEW

If your looking for a entry level, semi-automatic stretch wrapper the 77204 series is the
answer. With this easy to operate machine you load the 48” variable speed turntable, attach
the wrap to the load, hit the switch and walk away. The carriage raises and wraps the load
until the photo electric eye senses the top of the load. When the top of the load is sensed a
preset number of wraps are applied. After the number of wraps the film

carriage then reverses itself and continues to wrap the load as it lowers. When it

reaches the bottom, the turntable stops in the same position that it started for easy
unloading. These machines with their 30%-200% Quick-load film dispenser will save
material, increase worker productivity and offer the best value for a

semi-automatic wrapper in todays market.

SPECIFICATIONS

MaXimum ” ” ” ” H H

Load Size: 50" x 50” x 76” (120" mast height available)

Produgtlc?n 30 loads per hour

Capacity:

Machine 7 7 5

Dimensions: 85”L x 58”"W x 83"H \n?i\\ab\e

jteignt 4,000 LB.

Capacity:

Electrical 120 VAC 60 Hrtz 20 Amps.

Data: Conventional style 3 prong power cord.
UL approved components.

Turntable 48” Round Smooth Deck

Size: w/2” Skirt

L”f”that?'e 27/8" Film Delivery:  Quick-Load Film Dispenser

eignt: Manual Adjusted Variable Film Stretch

Turntable 3/4 hp DC Motor (Totally Enclosed Fan Cooled) (Load Brake)

Drive: Variable Speed Turntable 0-15 RPM with Soft Stretch Level 30% - 200% Force to Load
Start and Soft Stop Accepts 12” — 20” Rolls of Stretch Film
4 Point Cam Follower Turntable Supports . o : .

Fil : Fil Top Del Auto-
Easy Access Lubrication Points on Turntable lim Carriage HI er;lvilza[;ztafgn;zsez ag;r:dDriL\jteo Stop
Heavy-Duty #50 Roller Chain and Drive 76" Wrap Height (Optional Wrap Height
Sprocket .
Availabl

Synthetic Lube in all Gearboxes (-30 to 120 °F) V;lzlaf)?ee% besd Carriage 0-20 FPM
Turntable Indexing Home Alignment v+ HP 90 Volt DC Motor

Controls: Power On / Off with Indicator 12 Point UHMW Carriage Guidance Sup-
Manual / Semi-Auto Switch ports
Turntable Variable Speed Dial Dispenser Kill Switch Top / Bottom
Dispenser Variable Speed Dial T 6” Steel Channel
F!Im ten3|-on VEnEIE biE] . Construction: All Welded Steel Construction
Pl Ctiege Ul 1 Do S Easy Access to all Components
Emergency Stop Button Fork Lift Portable
9 Diagnostic Lights for easy trouble shooting — .
Photo Eye for Automatic Load Height Sensing Warranty: 3 year limited warranty (100% of all
Adjustable Top Wraps components).
Adjustable Top of Load Over Wrap Shipping Weight: 1,020 Ib.
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