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77205-V	 High Profile Variable Speed Turntable 
with Toggle Switch Operated Variable Speed  
Quick-Load Film Dispenser 

OVERVIEW
The 77205-V offers the best value for the dollar for those wishing to upgrade from 
hand wrapping.  These stretch wrap machines come equipped with a variable speed
film carriage to move the Quick-Load film dispenser up and down and a variable speed
 turntable. Just load the 48” round or octagon turn table, attach the film, set the film 
carriage’s vertical speed and the turntable speed dispenser’s stretch wrap tension.
While the load turns you can vary the speed as you control the up and down 
movement of the dispenser with a toggle switch.  Increase productivity, optimize
film usage and have tighter load security.�

Maximum Load Size: 52” x 52” x 74”  
(120” mast height available)

Production Capacity: 40 loads per hour
Machine Dimensions: 85”L x 48”W x 83”H
Weight Capacity: 4,000 LB.
Electrical Data: 120 VAC 60 Hrtz 20 Amps. 

Conventional style 3 prong power cord.  
UL approved components.

Turntable Size: 48” round steel diamond deck or 48” 
octagon steel diamond deck w/ 5” skirt.

Turntable Height: 14 5/8” 
Turntable Drive: 3/4 hp DC motor (totally enclosed fan 

cooled). 
Variable speed turntable 0-15 RPM with 
soft start and soft stop. 
Lubrication free enclosed gear drive          
design. 
Synthetic lube in all gearboxes (-30 to 
120 ºF).

Controls Power On / Off with Indicator
Dispenser Speed Dial
Film Carriage Up / Down Controls
2 Diagnostic Lights 
Emergency Stop Button

SPECIFICATIONS
Film Delivery Quick Load Film Dispenser 

Manual Adjusted Variable Film 
Stretch (Load Brake)
Stretch Level 30% - 225% Force to 
Load
Accepts 12” – 20” Rolls of Stretch 
Film 

Film Carriage 74” Wrap Height (Optional Extended 
Wrap Height Available) 
Top Over Wrap
Variable Speed Carriage 0-20 FPM
¼ HP 90 Volt DC Motor 
12 Point UHMW Carriage Guidance 
Supports 
Dispenser Kill Switch Top / Bottom
 

Frame Construc-
tion

Custom Formed 3/8” Steel Channel 
All Welded Steel Construction	
Forklift Portable from Front and 
Rear (optional integrated scale 
available)

Warranty 3 Year Limited Warranty (100% of 
all Components)

Shipping Weight 960 lb.

Scale option available


